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CENTURY SHAKE® LUDOWICT

Century Shake® is a thick profile interlocking terra cotta tile with a rugged texture and uneven surface. This tile
has pressed groves with a lightly scratched hand-split texture—mirroring the appearance of real wood shakes,
without the maintenance. Century Shake Premier® is offered in three different tile sizes—creating random widths

for a more authentic shake look.

PHYSICAL CHARACTERISTICS

CHARACTERISTIC CENTURY SHAKE CENTURY SHAKE PREMIER PROFILE

Weight Per Square 663 Ibs. 679 Ibs.
. 141 pcs.
Pieces Per Square 125 pes. (Full Tile: 100, Two-thirds Tile: 28, Half Tile: 13)
Overall Size 102" x 142" 5127 x 1412 736" x 1412” 102" x 142"
Exposure 107 x 112" 57 x 112" 61116” x 1112” 10”7 x 112"
Minimum Slope 312 312

Aged Cedar, Earth Gray, Ebony Mist, Golden Red Cedar,
Standard Color Blends Sienna, Western Cedar, White Cedar

(Also available in all standard and custom colors. Please see the Colors of Ludowici for more information)

Scratched Shake

Base Texture
(Also available in custom textures. Please see our Terra Cotta Textures for more information)

*Premier sizes do not come pre-blended on pallets. Each size is packaged individually and must be blended in the field by the installer.

APPROVALS & CERTIFICATIONS LUDOWICI WARRANTY GREEN ATTRIBUTES

+ Miami-Dade NOA No: 13-0820.03 All Ludowici tiles are manufactured in the Ludowici terra cotta is an energy-efficient,

+ State of Florida Approval No: FL 13777 United States and carry a 75-year warranty susta?nable choif:e for your new roof. Visit our
against color fading and manufacturing website for details.

¢ ASTM C1167 Grade 1 Roof Tile With defects. For complete warranty details, <
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Water Absorption Less Than 2% please visit www.ludowici.com/warranty. &.En CRRC
+ Class A Fire Rated m BEE==""0" | oodecoose g
=————— OVERI30 YEARS

+ |APMO UES ER-452

¢ Texas Department of Insurance (TDI) Approved

Photos are for representation purposes only and should not be used for final product selection. Tiles ordered should be chosen from actual samples available at the time of order.
Ludowici reserves the right to alter and adjust products, colors and finishes at any time. Please contact a sales representative for more information.
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CENTURY SHAKE® LUDOWICT

° Closed Ridge End

(Not shown on diagram, see belo

Extruded 90°
Rake Tile

Morando Under
Eave Tile

Field Tile

ALTERNATE PART OPTIONS (CONSULT INSTALLER FOR AVAILABILITY)

Metal Closed
Rake Flashing — |

Metal Eave

e Flashing with

Cant Strip

CENTURY SHAKE ACCESSORIES
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Metal Eave Flashing
with Cant Strip

Metal Closed Rake
Flashing
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Morando Under
Hip Starter Hip/Ridge Eave Tile Extruded 90" Rake Tile Terminal Closed Ridge End
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Consult Installer L /éL
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Visit www.ludowici.com to download a detailed product sheet on Hip, Ridge and Decorative Hip Starters.
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