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SECTION AT SIDE WALL

13.25SCANDIA-102
13-1/4" Scandia Tile

Ludowici N.A. Reference #: 13-1/4" Scandia Tile  13.25SCANDIA-102

The information contained on this drawing is the sole property of Ludowici Roof Tile, Inc.  Any reproduction in whole or part without the express written permission of Ludowici Roof Tile, Inc. is strictly prohibited.
Ludowici Roof Tile, Inc. reserves the right to modify the configuration of item(s) shown without prior written notice when deem necessary for product development and/or enhancement.

GENERAL NOTES:

1.   THIS IS A PROTOTYPICAL DETAIL FOR REVIEW.  MODIFICATIONS MAYBE REQUIRED TO

MEET PROJECT SPECIFIC REQUIREMENTS.

SECTION AT SIDE WALL
SCALE 1-1/2" = 1'
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REQ'D FASTENERS

16 OZ. COPPER
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FILL REGLET

W/ SEALANT

16 OZ. COPPER

CHANNEL FLASHING

2.   TYPICAL HORIZONTAL EXPOSURE 7-1/2".

3.   WIDTH OF CHANNEL FLASHING VARIES BASED ON PROJECT REQUIREMENTS.

7-1/2" TYP.

EXPOSURE
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